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MINI TRIM II
COLOUR TEMPERATURE CHANGING GIMBAL DOWNLIGHT

240V
CRI(Ra)

 >80
90mm

POWER 
FACTOR
0.80

Generates a clear, crisp light using an efficient and high powered 
C.O.B (chip on board) LED.
Featuring unique diamond lens optics to minimise multiple 
shadows.

FEATURES
• CCT Switchable between Warm White (3000K), Cool White 

(4200K) & Daylight (6500K).
• Can be abutted against and/or covered with thermal building 

insulation.
• Gimbal head downlight.
• Diecast aluminium construction.
• White or black powdercoated finish.
• COB LED technology for superior light output.
• External dimmable LED driver.
• Flex & plug (Total length 1.0m).
• Long lasting up to 30,000 hours¹.
• Cut-out 90mm.
• 5 Year Warranty.

MAIN APPLICATIONS
All interior residential rooms.
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NO.

WATTAGE 
 

(W)

LUMENS 
@ 3000K 

(lm)

LUMENS 
@ 4200K 

(lm)

LUMENS 
@ 6500K 

(lm)

COLOUR

20454/05 10 750 860 880 05
WHITE

20454/06 10 700 800 820 06
BLACK

909.3lx0.99m

227.3lx1.98m

101.0lx2.97m

56.83lx3.96m

36.37lx4.95m

3000K

5m

4m

3m

2m

1m
1088lx

271.9lx

120.9lx

67.98lx

43.51lx

4200K

1098lx

274.6lx

122.0lx

68.65lx

43.93lx

6500K10W

3000K
4200K
6500K


